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H2(Hydrogen), Ne(Neon), N2(Nitrogen), 02(0Oxygen), Ar(Argon) including CNG etc.

+KGS / DOT 3AAX /1SO 11120 / SELO

- With same construction of ISO containerized skid, NK provides various industrial Gas Tube Trailers such as He(Helium),

Sd Lengt fem Tube QyLengtn | WorkngPressure | TotalWater Capaciy
20' TT08-1045 8/17-6" 200 8,360
20' TT12-1045 12/17-6" 200 12,540
32' TT11-1690 11/270" 200 18,590
32' TT10-1795 10/29-0" 200 17,950
40' TT08-2250 8/36-0" 200 18,000
40' TT08-2285 8/35-10" 200 18,280
40' TT09-2285 9/35-10" 200 20,565
40’ TT10-2285 10/35-10" 200 22,850
40’ TT08-2290 8/36-0" 200 18,320
40’ TT09-2290 9/36-0" 200 20,610
40' TT10-2290 10/36-0" 200 22,900

ADR, RID, IMDG, TPED, SELO, KGS, DOT, ISO, AAR, KHK

« This is specially designed for transportation of dangerous gas in both ocean and land area.
« NK has type approval of global inspection classes for MEGC and provide MEGC with certificate in compliance CSC, TIP, UIC,

(UUTIAQI TR |Y M35x)

. Y Working Pressure Total Water Capacity
Skid Length Item Tube Q'ty & Length (bar) (lten)
20' TTO8-1045 8/18-0" 200 8,360
20’ TT12-1045 12/18-0" 200 12,540
20' TT08-1100 8/18-0" 166 8,800
20’ TT12-1100 12/18-0" 166 13,200
40' TT09-2250 9/36-0" 200 20,250
40 TT08-2310 8/36-0" 166 18,480
40 TT05-2330 8/36-0" 166 11,650
40 TT08-2330 8/36-0" 166 18,640
+ Approved KOLAS & DOT
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Gas cylinder re-test
Approved KOLAS & DOT

.

IMDG MEGC

(Multiple Element Gas Container)
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Industrial Gas Jumbo Tube Trailer

Storage Vessel
H. Station

Seamless Gas Cylinder
Industrial & Fire Extinguishing

e

Storage Vessel

CNG Station

Ton-tank (Y-ton Cylinder)

Ultra High Purity and ordinary industrial gases
SPECIAL INTERNAL GRINDING

Internal Roughness : 3S / Moisture Level : Below than 1.0 PPM available

«Industrial & Fire Extinguishing (KGS / DOT 3AA /1SO 9809)

Model No Water_Capacity Diameter Length Weight Gas Capacity | Filling pressure | Test pressure

(liter) (mm) (mm) (kg) (m’) (Mpa) (Mpa)
CTOKG40.20KGOT1 40.2 232 1,170 42 6 14.7 24.5
CTOKG43.00KGO!1 43 232 1,270 50 8.6 20.0 334
CTOKG43.30KGO1 433 232 1,280 49 6.4 14.7 24.5
CTOKG46.70KGO3 46.7 232 1,370 48 7 14.7 24.5
CTOTA50.00BV02 50 232 1,430 54 8 16.0 26.7
CTOKG47.00KG02 47 232 1,377 51 7.8 16.6 27.7
CTOKG58.00KGO1 58 267.4 1,280 65 11.8 19.6
CTOKG68.00KGO1 68 267.4 1,495 74 10.2 14.7 24.5
CTOKG80.00KG03 80 267.4 1,740 93 14.6 18.0 30.0
CTOKG82.50KGO1 82.5 267.4 1,790 82 12.3 15.0 25.0

« Ultra High Purity and ordinary industrial gases (KGS / DOT 3AA / DOT 3AAX /1SO 11120 / SELO)

+ SPECIAL INTERNAL GRINDING
Internal Roughness : 3S / Moisture Level : Below than 1.0 PPM available

Model No Water_Capacity Diameter Length Weight Gas Capacity | Filling pressure | Test pressure
(liter) (mm) (mm) (kg) (m?) (Mpa) (Mpa)
NA-233 440 609.6 2,115 556 73 166 276
NYL-2258 470 609.6 2,235 630 78 166 276

+ CNG & H: Station (ASME Sec. VIII, Div. 1 and Appendix 22)

« The storage vessels are mainly used for fixed natural gas charging stations industrial factories & ships.

Model No WaterFIapacity Diameter Length Weight Gas Capacity | Filling pressure | Test pressure
(liter) (mm) (mm) (kg) (m?) (Mpa) (Mpa)
NAM-070H 585 609.6 3,125 1,650 145 24.8 35.9
NAM-003H 1300 609.6 6,250 3,120 322.4 24.8 35.9
NAM-077 450 558.8 3,277 2,047 180 40.0 57.7
NAM-073 1000 558.8 6,555 4,095 400 40.0 57.7
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